




Good Day ¡¡ 

This is the manual of your new Cruzer, inside 
you should find various items, this guide is going 
to help you set up your bike properly.



0

You will find all the tools you need inside the  
Rayvoltbike MULTITOOL. 
You can locate it insde the pedal box.
  



2

Unscrew the 4 bolts, with the Nº 4 Hallen and 
remove the top part of the stem 



3

Place the handlebar on the stem and close the 
stem with it´s top part, screw the 4 bolts on it´s 
place using the Nº4 Halen. 



4

You can check, customize the position of the 
brakes, the throttle and the grips to your own 
comfort. But WARNING not to over-thigh the 
bolts.  



5

To find the pedals, check out this box. 
To screw the pedals check the inside of the pedal 
to know witch one is the Left or the Right, and 
screw them using a Nº15  tool



6

Here you will find your charger



7,8

On the inside of the top cover, that you can open 
using the right side zipper you will find Stickers 
and our bike key´s 

The left black cap holds the charging port, the 
Grey one is your keyhole.



9

To charge the battery, first plug the charger to 
the bike and second plug the charger to plug, it 
will lash first Red light, them it will “click” and 
switch to Green, them it will star flashing Blue 
light. When it stop flashing Blue and come back 
to Green light, your battery will be fully charge.







10

In case you have lights on your bike the way to 
turn them on is to switch it on at the Throttle.



EIVA Carrier

If your bike was ordered with an EIVA 
carrier this part is a manual for setting it up on 
your handlebar. 



1 

After placing the EIVA phone inside with the 
back plate securing it in to place, place the car-
rier on the handlebar leaning it to the front in 
order to secure the first two bolts with the Allen 
Euro Nº 6



2

Then lean the carrier to the other side in order to 
secure the second volt in to place 



3

To charge it to the bike´s battery you have to 
open the top cover using the zipper (on the right 
side), there should be a USB charging cable, plug 
to the EIVA though the hole in the right part of 
the EIVA Carrier 



4

Finishing the process close the cover using the 
zipper leaving the cable trough the front part of 
the cover 





LIGHTS

If your bike was ordered with lights these are the 
steps to put it together, We will devide this into 
front light and back light. 



1

First 

1 

First the pieces you will need, and the tools to 
put it together:

Open-jaw Wrench
 10 mm for the front light
 Allen Euro Nº 5
  



2 

Locate the  holes to place the front light.
In the inferior plate of the fork there are 2two 
small holes to screw in the light
  



3 

Place the light on the holes and screw the bolts
  



4

To plug it you have to open the top cover using 
the zipper (on the right side), there should be a  
lose cable  with the shown pins, put it through 
the left side of the cover, like the rest of the wires, 
plug them together and close the cover with the 
zipper.



5

Back light, first the pieces you will need, and the 
tools to put it together:

Open-jaw Wrench
 14 mm for the seat
 11 mm for the seat springs 
Little screw driver
  



8

un-screw the two bolts of holding the springs 
to the seat, and tkae all out the pins, then put 
the plate through the pins and, re-asemble the 
springs putting them back together.



9

Put the seat back on its place and secure it tight 
again, open the top cover using the zipper (on 
the right side), there should be a  lose cable  in 
the back with the shown pins, put it through the 
left side of the cover, like the rest of the wires, 
plug them together and close the cover with the 
zipper.



BOARD CARRIER

If your bike was ordered with an Board Carrier 
these are the steps to put it together in order to 
go surfing 



3

Check that you have every blot need, they fit as 
follows
 



4

These are the position of the two pieces on the 
bike, this is a left view of the bike , the board car-
rier is always on the RIGHT side of the bike
 



5

Finally screw the tube inside the last hole and 
hold it with the las bolt, the first time it might be 
tight.
 








